
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

| WHAT MAKES US WHAT WE ARE | 
 

 

 

EXPERIENCE & EXPERTISE 

Thanks to the long history of our family business, we 

have over 100 years of experience in the plant 

protection sector. 

 

 

QUALITY & PROFESSIONALITY 

The use of high-quality and corrosion-resistant materials 

as well as professional workmanship guarantee that our 

sprayers are highly reliable and have a long service life. 

    

 

 

TECHNOLOGY & COST SAVINGS  

Our  in-house  developed  blower  technology  garanties  

precise air distribution. This means less expenditure  on  

plant  protection products.  

 

 

DISTRIBUTION & CUSTOMER SERVICE 

Thanks to our extensive sales network, we are able to 

offer the best possible customer service. Nearly 100 

retailers are at the customer’s disposal. 

    

 

 

ENVIRONMENT & SPRAY DRIFT 

We  attach  great  importance  to  not placing a strain 

on nature or our fellow human beings. We are able to 

offer treatments that result in minimal drift. 

 

 

SAFETY & HANDLING 

Quick and easy coupling to any tractor, a clear design, 

compliance with the latest CE regulations is what make 

our sprayers safe and easy to handle. 

    

 

 

FLEXIBILITY & VERSATILITY 

Thanks  to  our  sophisticated  modular  system,  we  

are  able  to meet  individual  customer  requirements  

and  offer  a  versatile spraying  machine. 

 

 

DESIGN & AESTHETICS 

The use of high-quality materials for our specially 

designed sprayers results in a stylish and elegant product 

and makes it strikingly eye-catching. 
 



CONTROL UNIT | the electric remote control opens and closes the 

nozzles through quick reacting electric valves, which meets the 

highest quality standards. The pressure adjustment is effected by 

means of a manually pressure valve and the working pressure can 

be checked by a large size manometer, which is installed at the 

front of the sprayer. 

 

 
 

SELF-CLEANING PRESSURE FILTER | the self 

cleaning pressure filter is integrated in the valve 

group and creates a constant liquid circuit as soon 

as the pumps starts to run. That prevents the 

filter to be blocked up. 

 

PUMP | we only use high-quality diaphragm 

pumps on our sprayers, thereby ensuring a 

constant flow of water even at low operating 

pressure. The APS 145 pump has a 4 diaphragm 

configuration, a maximum delivery rate of 149 

l/min and a pressure range of 50 bar. The pump 

parts which are in contact with the spray liquid 

are made of anodized aluminium and it comes 

supplied as standard with a pressure accumulator 

and a safety valve. This pump guarantees a high 

degree of reliability and a long service life. 

 

                        
 

DRAWBAR | the rigid drawbar has a rotatable, 

homologated drawbar eye and two blocking 

stages to enable different lengths of the drawbar. 

It is completely galvanized to ensure high 

corrosion resistance.  

 

 
 

CHASSIS | The very robust and especially for South African 

conditions developed frame is a torsion-resistant welded 

construction with integrated hose ducts. The entire chassis is hot-

dip galvanized to ensure high corrosion resistance. Thanks to the 

intelligent design, it was possible to reduce the centre of gravity in 

order to improve driving behaviour during use. 

AGITATION SYSTEM | an agitation system with stirring lines and 

double mixing jets enables mixing of the spray mixture without 

forming foam and residue in the tank. 

 

FRESH WATER TANK | The fresh water tank is used for cleaning the 

pump, tank, nozzles and the whole circuit. 

 

ANALOGUE LEVEL INDICATOR | the analogue level indicator allows 

you to read the filling level from the driver s seat during your 

treatment. 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                    
 

SUCTION FILTER | the suction filter is equipped with an automatic 

closing valve that makes it possible to clean the filter event when 

the main tank is filled. A protection square absorbs impacts and 

protects the filter to be damaged. 

 

LEAF SPRING SUSPENSION | two leaf springs allows a quiet 

running of the sprayer even with a filled main tank. A spring travel 

limiter prevents the leaf spring of over-straining. 

MAIN TANK | With many years of experience under the belt, we 

have succeeded in developing tanks where attention is paid down 

to the last detail and that have generous filling volumes and easy 

access to the individual components, despite being compact in 

design. Made of environmentally friendly polyethylene, our high 

quality  tanks  have  a  smooth  inner  surface  that  prevents 

deposits of the active substances forming. 

 

FLUSHING DEVICE | the stainless steel flushing 

device ensures premixing of powdered and liquid 

pesticides in a way that is more efficient and 

safer for the user. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                       
 

LEAF PROTECTION SCREEN | the leaf protection screen prevents 

that leafs and dirt influence the correct air draught of the blower. 

 

BUMP BAR | the bumper is connected to the chassis of the sprayer 

and absorbs impacts in a minor collision, ideally minimizing repair 

costs. 

NOZZLE PROTECTION | the complete galvanized nozzle 

protections prevents the nozzles to be damaged from external 

influence. 

 

                               
 

NOZZLES | the double-head nozzle holders are made of corrosion-

resistant material and equipped with a check valve. They are 

individually adjustable and mounted outside the air flow to ensure a 

precise and efficient application of the active substance. 

 

SPRAY TIP | the Albuz® ATI spray tips are suitable for pesticides, 

insecticides and fungicides. They have a spray angle of 80° and a 

pressure range up to 25 bar. The uniform and fine drop range ensures 

a precise application of the active substance on the plant. Simple and 

easy to clean due to the two-part construction. 

 

TYRES | The used tyres with a size of 11.5/80-15.3 (8 PR) guarantee a 

sufficient carrying capacity and high resistance to challenging terrain. 

 

BLOWER | our blowers are usually driven by means of the tractor s 

PTO and have for years now been proven to have an absolutely 

reliable power transmission. The light-metal ventilator was specially 

developed in-house and purpose-designed for high air volumes at low 

speed, allowing a spray application with the lowest noise level. The 

blower provides maximum efficiency with minimum power 

consumption and is additionally equipped with a rotor-stator system, 

which prevents the formation of air turbulence.  

 

 

 

 

81 VV-H blower | 

Ventilator: Ø810 mm 

Air volume: 85.000 m³/h 

Pla t height: ≤ ,   

Row width: ≤ ,   

Number of nozzles: 16 

 

 

 

 

 

91 VV blower |  

Ventilator: Ø910 mm 

Air volume: 100.000 m³/h 

Pla t height: ≤ 5,0 m 

Row width: ≤ 4,0 m 

Number of nozzles: 18 

 

 

 

 

 

91 EV blower |  

Ventilator: Ø910 mm 

Air volume: 100.000 m³/h 

Pla t height: ≤ 8,0 m 

Row width: ≤ 4,0 m 

Number of nozzles: 16 
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| WHAT OUR MISSION IS | 
 

 

We attach great importance to not placing a strain on nature or our fellow human 

beings. That is why we have made it our mission to develop spraying devices that 

deliver the plant protection product only where it is needed, without drift. Thanks 

to our blower technology, we are able to offer treatments that result in minimal 

drift. 

 

All our cross-flow blowers have been developed using an air test bench, to 

guarantee an equal and uniform air distribution. From top blower to bottom 

blower and from left side to right side, air speed and air volume are equal. This 

uniform distribution essentially improves the application of the spraying mixture to 

the plant and also reduces drifting. Using this innovative technology we accomplish 

to reduce substantially power absorption, noise level and fuel consumption.  

 

Our products are certified and stand for a low-loss, drift-reduction and 

environmentally friendly spraying. 

 

 

| TECHNICAL DATA | 
 

MODEL TANK CAPACITY VENTILATOR  AIR VOLUME POWER DEMAND WEIGHT 

      

 nominal (l) actual (l) inches mm 2nd (m³/h) 1st (m³/h) kW HP empty (kg) full (kg) 

           

20 81 VV-H 2.000 2.100 32 810 85.000 64.500 18,5 24,8 750 3.080 

15 81 VV-H 1.500 1.575 32 810 85.000 64.500 18,5 24,8 650 2.400 

10 81 VV-H 1.000 1.100 32 810 85.000 64.500 18,5 24,8 550 1.770 

           

20 91 VV 2.000 2.100 36 910 100.000 75.500 28,0 37,5 750 3.080 

15 91 VV 1.500 1.575 36 910 100.000 75.500 28,0 37,5 650 2.400 

10 91 VV 1.000 1.100 36 910 100.000 75.500 28,0 37,5 550 1.770 

           

20 91 EV 2.000 2.100 36 910 100.000 75.500 28,0 37,5 730 3.060 

15 91 EV 1.500 1.575 36 910 100.000 75.500 28,0 37,5 630 2.480 

10 91 EV 1.000 1.100 36 910 100.000 75.500 28,0 37,5 530 1.750 

 

 

 

 
 

 

| OUR DISTRIBUTION PARTNER | 
 
Reid & Verwey CC 

13 Porter Street 

6835 Ceres 

SOUTH AFRICA 

Office: 023 312 2055 

Fax: 023 312 2775 

Mobile: 082 213 7122 

Email: james@redantagri.co.za  
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